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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PL3K-24V+CH-027 +FROSTED - 1ft

Test Number

1

Test Date

Tue Oct 24 13:14:50 2017
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70° 70°
60° 60 Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 4257 4257 4257 4257 4257
5° 42.08 4329 4343 43.85 43.99
10° 431 419 4193 424 4273
Cone of Light 15° 4045 4091 411 4075 4235
20° 38.28 39.25 39.63 40.23 40.25
Mtg Height Light Level Beam Diameter 25° 36.59 36.87 3711 38.23 38.31
6 ft 1fc 17 ft 30° 33.83 3454 3498 3578 36.17
8 it 11c 23 ft 35° 31.92 316 3234 3355 33.94
10 ft 0fc 28 ft 40° 2817 2873 29.44 3072 31.27
124 0fc 34 ft 45° 2526 2594 26.66 28.48 28.79
151t 0fc st 50° 21.89 2254 2422 2579 2654
55° 17.78 19.64 2156 23.01 23.79
Input: 60° 1471 161 18.88 20.63 21.42
65° 11.14 13.49 1623 18 1849
Number of Lamps: 10 70° 8.03 10.86 14.02 1553 16.33
Lumens per Lamp: 16.9Im 75° 546 846 11.74 1342 1413
Input Watts: 2.3W 80° 323 638 985 11.66 12.04
Output: 85° 1.64 464 824 1012 1059
90° 091 38 747 915 959
Efficiency: 75.9%
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