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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
M3K-24V+CH-027 +WHITE - 1ft

Test Number

1

Test Date

Tue Oct 24 12:28:48 2017
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70° 70°
60° 60 Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 3599 3599 3599 3599 3599
5° 3532 3574 37.03 36.25 36.95
10° 3548 35.17 3532 36.06 36.25
Cone of Light 15° 33.89 34.42 3472 3487 345
20° 32.66 32.96 3358 3396 33.73
Mtg Height Light Level Beam Diameter 25° 309 31.29 3172 3198 3279
6 ft 1fc 18 ft 30° 288 29.37 30.09 30.56 31.04
8 it 11c 24 ft 35° 26.88 27.01 2811 2913 29.17
10 ft 0fc 30 ft 40° 2367 2472 2569 2681 27.35
124 0fc 36 ft 45° 2107 2206 2354 2508 254
151t 0fc 451 50° 1834 1963 2137 2276 233
55° 1512 16.86 19.28 20.76 21.05
Input: 60° 12.33 14.22 17.13 1855 18.96
65° 9.72 11.79 1485 16.35 16.83
Number of Lamps: 19 700 724 959 1283 1428 14.51
Lumens per Lamp: 8.53Im 75° 4.81 76 1075 1234 1279
Input Watts: 1.06 W 80° 285 579 917 1075 1092
Output: 85° 158 426 755 932 9.68
90° 085 351 667 829 879
Efficiency: 69.2%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



