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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PL3K-24V+CH-027 +WHITE - 1t

Test Number

1

Test Date

Tue Oct 24 13:24:06 2017
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70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 3759 3759 3759 3759 37.59
5° 3854 3728 3786 37.35 36.77
10° 37.22 36.71 3749 37.84 37.16
Cone of Light 15° 3559 361 36.62 36.28 364
20° 3471 3512 353 3556 36.22
Mtg Height Light Level Beam Diameter 25° 3229 3293 3331 34.04 3433
6 ft 1fc 18 ft 30° 3019 307 317 3194 3255
8 it 11c 24 ft 35° 27.78 2856 29.37 30.36 30.68
10 ft 0fc 30 ft 40° 247 2566 27.25 283 28.82
124 0fc 36 ft 45° 2242 2313 251 2611 2656
151t 0fc 451 50° 1914 2041 223 2427 244
55° 16.15 17.83 20.31 21.8 22.03
Input: 60° 13.14 15.07 17.94 193 19.87
65° 10.06 125 15.65 1715 17.57
Number of Lamps: 10 700 742 1031 1329 1491 1527
Lumens per Lamp: 16.9Im 75° 497 793 113 1294 13.34
Input Watts: 2.3W 80° 3.02 6.09 943 112 11.51
Output: 85° 1.61 458 8 9.7 1035
90° 093 3.7 7 8.65 9.32
Efficiency: 69.7%
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