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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
DV3K-24V+CH-027 +WHITE - 1t

Test Number

1

Test Date
Tue Oct 24 12:27:59 2017
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0° 22.50° 45°  67.50° 90°
0° 147.89 147.89 147.89 147.89 147.89
5° 151.22 146.37 153.31 149.91 1483
10° 14485 148.05 147.54 148.24 145.08
Cone of Light 15° 14129 14236 143.33 146.24 1452
20° 13416 1357 138.7 138.68 139.27
Mtg Height Light Level Beam Diameter 25° 128.54 130.83 1322 133.98 13347
6 ft 4fc 18 ft 30° 12017 120.18 124.62 126.88 127.74
8 it 21c 24 ft 350 11009 112 11492 11959 120.38
101t 11c 30 ft 40° 98.42 10137 107.15 111.45 112.48
124 1fc 36 ft 45° 8859 9116 97.62 102.61 104.47
15 ft 1fc 45 it 50° 7516 80.11 883 9458 97.93
55° 6335 70.15 78.71 8541 87.78
Input: 60° 521 59.04 71.01 76.55 79.03
65° 40.03 4932 6112 66.81 69.04
Number of Lamps: 81 70° 2896 39.23 524 5831 60.3
Lumens per Lamp: 8.27Im 75° 19.88 31.37 445 5051 5329
Input Watts: 486 W 80° 1217 2405 37.07 4328 4438
Output: 85° 657 1768 3156 38.18 39.84
90° 333 1437 2781 3379 36.32
Efficiency: 69.1%
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