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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
DV3K-24V+CH-202-A+CLEAR - 1ft

Test Number

1

Test Date
Thu Oct 12 16:13:28 2017

80° 80° | 9270r e
70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
0° 22.50° 45°  67.50° 90°
0° 21979 219.79 219.79 219.79 219.79
5° 21465 219.63 22217 2228 218.76
10° 216.78 213.69 217.45 220.09 215.01
. 15° 211.42 20717 222.87 212.99 216.62
Cone of Light
20° 206.37 206.2 207.6 207.73 205.37
Mtg Height Light Level Beam Diameter 25° 197.5 200.01 200.25 206.1 198.64
6 ft 6 fc 18 ft 30° 191.98 186.09 192.93 194.32 194.67
8 it 3fc 24 ft 35° 17425 173.08 17457 182.76 183.72
10t 21 30 40° 163.83 161.08 164.07 170.58 165.18
12 # 2fc 36 ft 45° 14747 146 157  152.68 146.76
151t 11e 451 50° 127.56 13242 139.83 13247 144.99
55° 109.82 112.43 116.16 120.26 123.14
60° 9332 96.11 98.81 101.56 103.17
Input:
65° 7558 76.64 8197 6051 5227
Number of Lamps: 81 70° 5401 5778 5126 4735 50.18
Lumens per Lamp: 8.27Im 75° 3453 39.01 3376 387  39.58
Input Watts: 486 W 80° 18.06 1913 2413 229 20.77
85° 528 7.62 8.55 7.9 7.26
Output:
90° 0.64 1.79 2.31 2.06 2.1
Efficiency: 93.6%
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