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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
DK3K-24V+CH-202-A+CLEAR - 11t

Test Number

1

Test Date
Thu Oct 12 16:00:06 2017
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50° 50°
40° 40°
0° 22.50° 45°  67.50° 90°
0° 129.74 129.74 129.74 129.74 129.74
5° 126.78 12829 127.3 130.83 126.57
10° 127.69 1255 127.39 126.26 126.46
. 15° 119.97 120.74 124.45 125.07 124.45
Cone of Light
20° 11554 116.81 122.38 120.81 120.63
Mtg Height Light Level Beam Diameter 25° 114.65 11515 1155 11491 116.77
6 ft 4fc 18 ft 30° 110.04 105.94 109.41 112.69 1141
8 ft 2fc 23 it 350 10117 104.33 102.22 106.02 105.17
10 ft 1 fc 29 it 40° 919 946 96.77 100.18 100.26
12 ft 1fc 35 ft 45° 8568 872 8825 8846 9244
15 ft 1fc 44 50° 78.14 7588 7925 7829 79.62
55° 6212 6591 69.32 7028 73.01
60° 5213 5533 58.07 6233 56.11
Input:
65° 42.01 4464 4762 3527 31.08
Number of Lamps: 81 70° 291 3561 29.09 27.81 30.64
Lumens per Lamp: 4.811m 75° 20 2291 1954 2266 23.26
Input Watts: 2.84W 80° 1036 1148 13.76 1369 12.46
85° 285 4.61 4.85 4.44 4.09
Output:
90° 0.39 1.01 1.26 1.21 1.16
Efficiency: 93.6%
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