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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
DV3K-24V+CH-202-A+FROSTED - 1ft

Test Number

1

Test Date
Thu Oct 12 16:21:41 2017
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50° 50°
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0° 22.50° 45°  67.50° 90°
0° 18293 18293 18293 18293 182.93
5° 18149 185.71 180.29 182.06 181.24
10° 17485 17438 1773 176 180.64
Cone of Light 15° 168.64 169.77 171.78 17311 175.36
20° 162.52 164.22 166.79 169.11 172.37
Mtg Height Light Level Beam Diameter 25° 153.67 154.89 158.08 162.01 163.4
6 ft 5fc 17 ft 30° 143.16 146.58 149.84 152.32 153.57
8 it 3fc 23 ft 35° 1355 136.33 138.6 144.36 144.54
10 ft 2 fc 29 it 40° 123.57 12495 126.84 133.65 137.03
124 1fe 34 ft 45° 11067 11342 11653 120.95 125.03
151t 1fc 431t 50° 98.32 101.63 10557 110.56 112.06
55° 85.13 8839 9248 972 98.63
Input: 60° 71.14 7458 80.77 8511 87.06
65° 56.93 61.1 68.68 7322 74.96
Number of Lamps: 81 70° 4215 4826 56.83 6259 63.92
Lumens per Lamp: 8.27Im 75° 29.07 3594 4642 5213 536
Input Watts: 486 W 80° 1579 2489 36.72 4289 454
Output: 85° 674 1611 283 3506 37.01
90° 276 1061 2339 2934 32.02
Efficiency: 80.8%
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