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PHOTOMETRIC REPORT
_ Polar Plot

o 180° 1700
160 170 170° 460°

Catalog Number
PJ3K-24V+CH-202-A+FROSTED - 1ft

Test Number

150° 150° 1
1402 140°
1302 130° Test Date
120 120°
Thu Oct 12 14:13:01 2017
1107 110°
1007 100°
0°-180° —
90° 90° 22.5°-202.5°
45°-225°
67.5°-247.5° e
80° 80° | 92700 -—
70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
a0 - 0°  2250° 45° 67.50° 90°
e
0 0° 2398 2398 2398 23.98 23.98
5° 2294 2241 2318 2323 23.14
10° 21.76 2239 2241 227 224
Cone of Light 15° 21.65 21.81 2218 2198 2212
__Lone ot Light
20° 20.66 20.94 21.31 2155 21.41
Mtg Height Light Level Beam Diameter 25° 1945 1992 1996 2049 2047
6 ft 1fc 17 ft 30° 18.49 1857 18.94 19.41 19.66
8 it 0fc 23 ft 35° 17.17 17.48 1763 18.25 18.55
10 ft 0fc 28 ft 40° 1561 1592 16.31 16.95 17.22
12 ft 0fc 34 ft 45° 1434 1437 1489 155 158
151t 0fc oy 50° 1254 13 1341 1393 14.26
55° 1097 113 11.83 1235 12.61
60° 9.13 948 1036 1098 11.3
Input:
65° 725 781 882 937 953
Number of Lamps: 10 70° 54 6.08 723 786 8.11
Lumens per Lamp: 8.45Im 75° 362 451 588 6.67 6.84
Input Watts: 11W 80° 208 321 463 5.4 5.68
85° 0.9 2.1 3.65 434 461
Output:
90° 031 136 299 374 392
Efficiency: 81.5%
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