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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PH3K-24V+CH-202-A+FROSTED - 11t

Test Number

1

Test Date

Thu Oct 12 15:47:34 2017
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50° 50°
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0° 2250° 45° 67.50° 90°
0° 939 939 939 939 939
5° 87.93 89.28 89.71 90.93 88.89
10° 88.37 879 89.03 88.11 88.85
Cone of Light 15° 84.75 84.21 85.02 8578 856
20° 79.21 80.65 8224 83.69 8254
Mtg Height Light Level Beam Diameter 25° 769 76.77 7837 79.88 80.38
6 ft 3fc 17 ft 30° 72.03 7216 73.81 7559 77.05
8 it 11c 23 ft 35° 6691 6676 6859 71.3 72.27
10 ft 1 fc 28 it 40° 60.72 617 6328 6583 67.33
12 t 11c 34 ft 45° 5482 562 5835 60.38 61.61
15 ft 0fc 42t 50° 4938 502 52 5409 55.74
55° 4226 43.23 4595 4823 49.54
Input: 60° 34.96 36.22 39.76 42.56 43.76
65° 28.31 30.31 3393 362 37.24
Number of Lamps: 19 70° 2054 2355 2832 311 31.39
Lumens per Lamp: 17.37 Im 75° 13.88 17.55 22.83 2597 26.78
Input Watts: 3.8W 80° 8.01 1226 1818 21.16 2218
Output: 85° 3.61 79 1443 1727 17.89
90° 136 544 1145 1437 1533
Efficiency: 81.1%
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