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PHOTOMETRIC REPORT

Polar Plot Catalog Number
DV3K-24V+CH-202-A+WHITE - 11t
Jo0e 1700 180" 1700 Test Number
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P 'C v X
0 0° 16343 163.43 163.43 163.43 163.43
5° 165.29 166.36 165.63 167  171.03
10° 161.07 159.04 161.42 163.11 161.21
Cone of Light 15° 156.07 156.5 157.09 158.62 159.55
__LoneorLignt
20° 151.16 151.39 152.56 155.66 152.36
Mtg Height Light Level Beam Diameter 25° 144.87 14431 14539 148.79 149.1
6 ft 5fc 18 ft 30° 137.14 138.08 137.65 141.12 142.78
8 ft 3fc 24 it 35° 127.33 127.01 1291 1315 132.28
10 ft 21c 30 ft 40° 11749 117.78 12062 121.64 1239
12 ft 1fc 36 ft 45° 106.17 106.78 109.59 113.47 112.71
15 ft 1fc 45 t 50° 94.74 9557 98.73 102.14 103.29
55° 7958 8331 8782 91.84 94.05
60° 66.37 69.74 7629 8112 82.31
Input:
65° 5348 5736 6555 7033 7113
Number of Lamps: 81 70° 39.72 4503 5413 59.7 61.49
Lumens per Lamp: 8.27 Im 75° 2648 3392 4475 5069 5242
Input Watts: 4.86 W 80° 153 2341 3541 4193 4334
Output: 85° 6.78 1522 2738 34.04 34.81
__Uutput:
90° 2.82 10.58 2235 28.61 30.81
Efficiency: 75.6%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



