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PHOTOMETRIC REPORT
_ Polar Plot

o 180° 1700
160 170 170° 460e

150° 150°
140° 140°

1307 130°
1207 120°

1107 110°

1001 100°

0°-180° —
90° 22.5°-202.5°

45°-225°

67.5°-2475° e

90°

Catalog Number
PL3K-24V+CH-202-A+WHITE - 1ft

Test Number

1

Test Date

Thu Oct 12 15:31:40 2017
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50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 4179 4179 4179 4179 41.79
5° 423 4208 4143 4212 41.86
10° 41.05 40.61 4089 40.86 41.55
Cone of Light 15° 39.68 40.29 40.44 4047 40.62
20° 38.71 3852 39.13 39.18 38.56
Mtg Height Light Level Beam Diameter 25° 36.88 36.66 37.24 37.31 37.2
6 ft 1fc 19t 30° 345 3447 3532 357 36.02
8 it 11c 25 ft 35° 3222 321 3283 33.69 33.62
10t 0fc 3 40° 29.89 30.02 3045 31.05 31.35
124 0fc 37 ft 45° 2723 2717 279 285 29.16
151t 0fc a7t 50° 2398 2425 2527 2633 262
55° 20.46 21.05 2239 2325 23.82
Input: 60° 17.39 17.99 195 2059 21.11
65° 13.84 1471 167 17.83 18.14
Number of Lamps: 10 70° 10.06 115 13.78 1527 15.61
Lumens per Lamp: 16.91m 75° 692 853 11.34 1285 13.21
Input Watts: 2.3W 80° 385 6.02 899 1075 11.11
Output: 85° 176 389 7.02 856 9.06
90° 071 271 559 728 7.92
Efficiency: 76.3%
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