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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
M3K-24V+CH-202-A+WHITE - 11t

Test Number

1

Test Date

Thu Oct 12 16:35:16 2017
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60° 60° Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 398 398 398 398 398
5° 39.22 39.06 393 3871 3944
10° 38.72 39.27 39.16 38.68 39.78
Cone of Light 15° 3757 38.18 38.42 3824 381
20° 36.64 36.44 37.02 3713 3747
Mtg Height Light Level Beam Diameter 25° 3452 3522 3523 3585 35.66
6 ft 1fc 191t 30° 33.15 33.12 3328 34.18 34.24
8t 1fc 25 ft 35° 30.56 30.97 3131 3218 31.99
10 ft 0fc 31t 40° 2833 2842 2898 29.67 30.13
12 ft 0fc 37t 45° 2542 2584 2647 2748 271.73
151 0fc 47t 50° 224 2314 2413 2492 2522
55° 195 19.99 213 2199 2271
Inout: 60° 16.25 16.87 1852 19.56 19.76
65° 13.04 14.01 158 17.07 17.42
Number of Lamps: 19 70° 9.67 10.81 13.25 1455 15.09
Lumens per Lamp: 8.53Im 75° 635 809 108 1226 1285
Input Watts: 1.06 W 80° 368 562 855 10.23 10.64
Out|g ut: 85° 1.65 3.7 6.61 824 874
90° 0.62 252 538 71 7.45
Efficiency: 75.7%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



