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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
M3K-24V+CH-211+FROSTED - 1t

Test Number

1

Test Date

Mon Oct 30 12:05:12 2017

80° 80° | o270r e
70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 47.09 47.09 47.09 47.09 47.09
5° 4714 4861 47.71 4793 47.05
10° 46.11 46.34 46.38 46.35 459
Cone of Light 15° 448 4467 4481 44.88 4547
20° 43.18 43.16 43.51 4315 433
Mtg Height Light Level Beam Diameter 25° 40.23 40.82 405 40.83 41.16
6 ft 1fc 16 ft 30° 37.58 37.58 38.34 38.63 38.46
8 it 11c 21 ft 35° 3458 3473 355 36.09 36.02
10 ft 0fc 27 it 40° 3224 3225 32.83 3313 33.28
12 t 0fc 39 ft 45° 28.83 292 29.93 3054 30.39
151t 0fc A0t 50° 2572 26 2687 27.53 27.31
55° 22.36 2234 233 2365 238
Input: 60° 19.2 18.99 19.64 20.02 20.14
65° 1551 1587 16 1625 16.24
Number of Lamps: 19 700 1138 12.03 1232 1244 1244
Lumens per Lamp: 8.53Im 75° 771 818 866 894 9.23
Input Watts: 1.06 W 80° 459 481 557 599 5.9
Output: 85° 212 236 289 325 334
90° 0.78 099 1.39 1.8 1.86
Efficiency: 80.2%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



