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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
MX3K-24V +CH-211+FROSTED - 1ft

Test Number

1

Test Date

Mon Oct 30 12:18:24 2017
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50° 50°
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0° 2250° 45° 67.50° 90°
0° 99.62 99.62 99.62 99.62 99.62
5° 9878 9739 97.46 96.31 95.99
10° 9449 9451 9517 9513 95.36
Cone of Light 15° 919 90.61 9047 90.21 89.18
20° 86.5 87.03 8719 87.21 87.66
Mtg Height Light Level Beam Diameter 25° 81.24 81.73 83.13 8277 83.01
6 ft 3fc 16 ft 30° 76.85 76.53 77.94 7855 77.96
8 it 21c 21 ft 35° 7247 7209 7226 72.84 74.08
10 ft 1 fc 27 it 40° 6551 6591 67.07 675 6832
124 1fe 39 ft 45° 5907 5922 61.01 6193 61.92
15 ft 0fc 40 it 50° 5239 53.11 5422 5535 5546
55° 4516 45.94 47.82 4853 48.86
Input: 60° 38.62 39.63 39.94 40.56 41.06
65° 31.63 3232 3256 3293 33.43
Number of Lamps: 19 70° 23.08 2428 25 2542 2554
Lumens per Lamp: 17.37 Im 75° 1583 1714 175 1843 18.32
Input Watts: 2.09W 80° 923 10.05 111 1205 1233
Output: 85° 441 482 599 653 6.72
90° 1.68 2 292 348 373
Efficiency: 80.2%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



