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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
DV3K-24V+CH-211+FROSTED - 1t

Test Number

1

Test Date
Mon Oct 30 11:51:12 2017

80° 80° | 9270r e
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50° 50°
40° 40°
P 20 0° 2250° 45 67.50° 90°
0° 200.91 200.91 200.91 200.91 200.91
5° 199.19 199.15 198.79 192.44 199.68
10° 188.42 190.06 190.67 189.99 193.2
. 15° 18451 185.34 184.97 183.25 183.74
Cone of Light
20° 173.86 174.98 17522 178.4 176.53
Mtg Height Light Level Beam Diameter 25° 163.52 166.72 167.36 166.98 167.56
6 ft 6 fc 16 ft 30° 157.47 156.69 158.37 158.76 160.09
8 it 3fc 21 ft 35° 14372 14521 147.72 148.26 150.62
10 ft 2fc 27 it 40° 132.86 134.03 135.84 138.83 138.09
124 1fe 39 ft 45° 11999 120.37 12445 126.61 12566
151t 1fc 40 ft 50° 10757 108.67 11099 11313 114.05
55° 91.87 9438 96.76 97.67 97.08
60° 76.77 80.03 82.02 8342 8323
Input:
65° 6226 6398 66.67 6765 67.22
Number of Lamps: 81 70° 4755 4878 5106 51.6 51.5
Lumens per Lamp: 8.27Im 75° 3172 3391 3574 3761 3713
Input Watts: 486 W 80° 19.17 2022 2239 2436 24.58
85° 8.76 952 1168 1357 13.78
Output:
90° 297 4.04 5.69 7.01 7.55
Efficiency: 80.2%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



