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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PJ3K-24V +CH-211+FROSTED - 1ft

Test Number

1

Test Date

Mon Oct 30 12:46:03 2017
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70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 2458 2458 2458 2458 2458
5 254 2436 2517 2485 247
10° 23.96 2431 2444 2403 2437
Cone of Light 15° 23.51 23.28 23.36 2349 235
20° 2237 2225 225 2262 2274
Mtg Height Light Level Beam Diameter 25° 2096 21.27 2116 21.43 21.76
6 ft 1fc 16 ft 30° 19.83 19.75 19.92 20.33 20.31
8 it 0fc 21 ft 35° 183 1829 1847 1893 19.18
10 ft 0fc 27 ft 40° 16.8 17.03 1713 1752 17.41
124 0fc 30 ft 45° 1524 1532 1565 161 16.08
151t 0fc A0t 50° 1341 1365 1411 1442 1417
55° 11.64 11.81 1231 1231 1247
Input: 60° 9.72 10.01 1044 10.39 10.58
65° 7.85 8.1 8.36 852 8.4
Number of Lamps: 10 70° 59 6.04 642 651 6.79
Lumens per Lamp: 8.45Im 75° 43 43 452 474 469
Input Watts: 11W 80° 244 259 285 3.02 3.1
Output: 85° 1.16 127 155 169 1.75
90° 038 049 077 095 094
Efficiency: 80.5%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



