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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PL3K-24V+CH-211+FROSTED - 1ft

Test Number

1

Test Date

Mon Oct 30 13:01:27 2017
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50° 50°
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0 0°  2250° 45° 67.50° 90°
0° 50.89 50.89 50.89 50.89 50.89
5° 4951 50.04 4947 495 49.56
10° 4821 48.17 4853 49.33 483
Cone of Light 15° 47.06 46.6 47.13 4722 46.38
20° 4429 4424 45 4498 44.56
Mtg Height Light Level Beam Diameter 25° 4215 42.02 4239 4267 4258
6 ft 1fc 16 ft 30° 39.56 39.36 39.77 40.33 40.61
8 it 11c 21 ft 35° 36.74 3693 37.11 37.92 37.78
10t 1fc o7 f 40° 3346 3395 3438 3501 34.89
12 t 0fc 39 ft 45° 30.62 308 3158 3196 32.23
151t 0fc A0t 50° 2694 27.42 2821 2863 2857
55° 2318 239 2466 2511 25.09
Input: 60° 19.39 199 20.69 21.02 20.98
65° 15.28 16.11 16.74 17.06 17.22
Number of Lamps: 10 70° 11.44 1214 1284 1317 13.11
Lumens per Lamp: 16.9Im 75° 836 857 9.07 94 955
Input Watts: 2.3W 80° 483 528 576 6.15 6.25
Output: 85° 23 246 311 333 345
90° 084 106 153 1.73 1.9
Efficiency: 80.5%
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