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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
M3K-24V+CH-211+WHITE - 1t

Test Number

1

Test Date

Mon Oct 30 12:11:45 2017
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60° 60° Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 4291 4291 4291 4291 4291
5° 4225 4236 4197 418 41.89
10° 40.99 41.65 4146 41.67 4224
Cone of Light 15° 40.67 4012 40.88 41.33 40.54
20° 39.02 3945 39.11 39.22 39.23
Mtg Height Light Level Beam Diameter 25° 3772 372 37.08 37.02 376
6 ft 1fc 17 ft 30° 346 3534 3531 3565 35.81
8 it 11c 23 ft 35° 32.63 3234 3298 3312 33.61
10 ft 0fc 29 ft 40° 29.74 30.34 3053 3126 30.83
124 0fc 34 ft 45° 27.31 27.33 2814 2841 2827
151t 0fc st 50° 2437 2455 2481 2518 2555
55° 20.96 21.09 21.69 22.02 21.96
Input: 60° 17.92 17.96 18.21 18.44 18.74
65° 14.55 14.96 1492 1521 149
Number of Lamps: 19 70° 1097 1132 1145 1157 116
Lumens per Lamp: 8.53Im 75° 739 772 813 844  8.61
Input Watts: 1.06 W 80° 439 476 526 548 565
Output: 85° 22 242 28 311 3.08
90° 083 101 137 173 171
Efficiency: 74.4%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



