X
1
()

IES FILE

PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
VT3K-24V+CH-211+WHITE - 11t

Test Number

1

Test Date
Mon Oct 30 13:38:59 2017

80° 80° | 92700 -—
70° 70°
60° 60 Candela Distribution
50° 50°
40° 40°
0° 22.50° 45°  67.50° 90°
0° 257.98 257.98 257.98 257.98 257.98
5° 260.27 260.75 263.98 266.56 266.98
10° 25548 260.58 257.78 258.97 259.44
. 15° 2502 252.87 251.73 253.38 252.31
Cone of Light
20° 24217 24296 246.14 24159 2418
Mtg Height Light Level Beam Diameter 25° 230.38 231.64 230.84 232.98 233.03
6 ft 7 fc 17 ft 30° 216.88 216.62 218.52 220.83 218.83
8 ft 4fc 23 it 35° 20047 201.65 205.38 20597 207.25
10 ft 3 fc 29 it 40° 186.73 186.16 189.6 191.24 191.37
12 # 2fc 34 ft 45° 17059 169.87 172.62 175.54 173.75
15 ft 1fc 43 ft 50° 149.65 152.24 155.87 156.2 154.84
55° 131.24 13279 13597 1351 136.76
60° 108.28 112.61 114.91 114.44 113.79
Input:
65° 88.1 89.95 93.09 9166 92.86
Number of Lamps: 39 70° 659 6828 7049 7163 7219
Lumens per Lamp: 25.64 Im 75° 451 4752 506 5213  52.01
Input Watts: 6.63 W 80° 27.78 2829 3184 3371 33.56
85° 1328 1431 1699 1941 18.81
Output:
90° 4.64 573 835 1043 11.16
Efficiency: 74.6%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



