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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PL3K-24V+CH-211+WHITE - 1t

Test Number

1

Test Date

Mon Oct 30 13:08:08 2017
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a0 0°  2250° 45° 67.50° 90°
0° 4513 4513 4513 4513 4513
5° 4469 443 4331 4462 44.62
10° 43.49 43.93 4355 4319 439
Cone of Light 15° 4271 4279 4212 4232 42.28
20° 4059 4122 41.04 4085 41.28
Mtg Height Light Level Beam Diameter 25° 38.61 39.12 39.05 39.31 3945
6 ft 1fc 17 ft 30° 36.8 36.61 37.07 3728 3743
8 it 11c 23 ft 35° 34.37 3414 3459 34.67 35.21
10t 0fc 09 ft 40° 3166 3155 3231 325 32.66
124 0fc 34 ft 45° 2858 2879 2929 2952 29.79
151t 0fc st 50° 2493 2549 2621 2654 26.34
55° 22.08 2235 229 229 23.16
Input: 60° 18.36 18.81 19.17 19.36 19.44
65° 14.67 15.13 15.62 1583 1598
Number of Lamps: 10 70° 11.07 1141 1185 1213 1228
Lumens per Lamp: 16.9Im 75° 781 817 845 886 9.08
Input Watts: 2.3W 80° 476 495 546 582 588
Output: 85° 231 251 299 321 334
90° 078 104 147 175 1.89
Efficiency: 74.7%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



