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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PJ3K-24V+CH-211+WHITE - 1ft

Test Number

1

Test Date

Mon Oct 30 12:53:12 2017

80° 80° | o270r e
70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 229 229 229 229 229
5° 21.83 2224 218 2222 22.68
10° 21.74 2163 21.81 2154 2215
Cone of Light 15° 2119 2132 2111 2116 2119
20° 203 20.63 20.51 20.48 20.17
Mtg Height Light Level Beam Diameter 25° 1925 1953 195 1954 19.62
6 ft 1fc 17 ft 30° 18.37 1842 1851 1856 18.81
8 it 0fc 29 ft 35° 1719 17.24 17.21 1742 17.45
10 ft 0fc 28 ft 40° 1569 1586 1596 16.24 16.09
124 0fc 34 ft 45° 1429 1456 1475 149 1496
151t 0fc oy 50° 1273 128 1303 1318 13.25
55° 109 1116 1135 11.52 11.59
Input: 60° 921 938 959 962 9.76
65° 738 754 783 7.88 8
Number of Lamps: 10 70° 557 577 6 6.09 6.15
Lumens per Lamp: 8.45Im 75° 397 407 429 442 447
Input Watts: 11W 80° 243 251 276 287 294
Output: 85° 117 125 146 159 164
90° 038 049 071 089 096
Efficiency: 74.7%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



