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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
MX3K-24V+CH-211+WHITE - 1ft

Test Number

1

Test Date

Mon Oct 30 12:25:32 2017

80° 80° | o270r e
70° 70°
60° 60 Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 88.88 838.88 88.88 88.88 88.88
5° 8541 86.05 8724 883 87.58
10° 84.07 8587 85 8558 85
Cone of Light 15° 83.65 82.58 8193 8368 81.65
20° 79.05 80.1 79.46 80.15 79.68
Mtg Height Light Level Beam Diameter 25° 76.41 7588 7562 76.45 76.52
6 ft 2 fc 17 ft 300 71 70.92 71.69 7259 73.02
8 it 11c 29 ft 35° 66.64 66.45 67.82 68.01 68.71
10t 1fc 08 ft 40° 60.85 61.44 61.83 633 63.84
124 1fe 34 ft 45° 5552 5622 56.89 57.84 57.84
15 ft 0fc 42t 50° 4853 50.16 5057 515 51.24
55° 4256 43.01 44.14 4485 44.89
Input: 60° 36.41 36.67 371 3764 37.79
65° 29.4 30.14 30.25 30.48 30.48
Number of Lamps: 19 70° 2233 2294 2333 2376 23.69
Lumens per Lamp: 17.37 Im 75° 15.07 1571 165 174 17.07
Input Watts: 2.09W 80° 929 959 1098 11.31 11.16
Output: 85° 449 482 581 633 642
90° 153 187 275 346 3.61
Efficiency: 74.5%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



