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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PH3K-24V+CH-211+WHITE - 1ft

Test Number

1

Test Date

Mon Oct 30 12:39:16 2017
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0° 2250° 45° 67.50° 90°
0° 86.19 86.19 86.19 86.19 86.19
5° 8819 8579 86.66 88.21 85.63
10° 8443 854 841 8531 8513
Cone of Light 15° 83.62 83.84 82.07 8282 8254
20° 78.63 79.45 7959 79.88 80.83
Mtg Height Light Level Beam Diameter 25° 7539 765 76.84 76.57 77.81
6 ft 2 fc 17 ft 30° 71.48 7136 71.78 7283 73.58
8 it 11c 23 ft 35° 6594 67.08 67.26 67.65 68.36
10 ft 1fc 8 ft 40° 6151 619 6221 63.06 63.17
12 ft 1fc 34 ft 45° 5546 556 566 57.21 58.22
15 ft 0fc 42t 50° 49.4 4987 51.06 51.48 50.95
55° 4246 43.28 4425 4438 448
Input: 60° 35.62 3596 37.26 37.86 38.19
65° 28.11 28.91 29.93 3032 31.32
Number of Lamps: 19 70° 20.74 2172 2314 2381 24.26
Lumens per Lamp: 17.37 Im 75° 13.73 14.88 16.23 1722 17.27
Input Watts: 3.8W 80° 7.68 871 10.14 11.06 11.43
Output: 85° 357 403 519 628 6.36
90° 099 143 245 3.1 3.62
Efficiency: 74%
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