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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
DV3K-24V+CH-211+WHITE - 1t

Test Number

1

Test Date
Mon Oct 30 11:57:46 2017
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50° 50°
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20 0°  2250° 45° 6750° 90°
0°c 1788 1788 1788 1788 1788
5° 17121 17558 175.82 175.57 177.22
10° 168.44 172.04 170.66 172.13 170.76
Cone of Light 15° 168.16 166.27 167.28 167.86 164.77
20° 161.74 159.64 161.19 161.28 163.46
Mtg Height Light Level Beam Diameter 25° 155.69 152.78 153.96 155.34 152.7
6 ft 5fc 17 ft 30° 14531 144.64 14558 146.55 145.11
8 it 3fc 23 ft 35° 13527 136.35 1359 139.09 136.94
10 ft 21fc 8 ft 40° 1233 12598 127.39 1271 127.07
124 1fe 34 ft 45° 11356 114.35 11562 11589 117.81
151t 11e oy 50° 101.38 101.02 10361 10424 10481
55° 86.97 8324 90.83 9049 89.89
Input: 60° 7328 7439 7666 76.59 76.41
65° 5896 6038 618 6239 62.01
Number of Lamps: 81 70° 4377 4593 47.36 4854 481
Lumens per Lamp: 8.27Im 75° 3034 3179 3386 3486 3528
Input Watts: 486 W 80° 185 19.64 2179 2335 23.09
Output: 85° 9.06 974 1164 127 1321
90° 2.86 3.84 55 7.01 7.03
Efficiency: 74.4%
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