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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PJ3K-24V +CH-217-N+FROSTED - 1t

Test Number

1

Test Date

Wed Aug 16 13:10:46 2017
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0 0 0°  2250° 45° 67.50° 90°
0° 225 225 225 225 225
5 2215 222 216 219 2231
10° 2176 2127 2112 214 214
Cone of Light 15° 20.37 2055 20.22 20.34 20.13
20° 19.27 19.44 1941 1913 19.03
Mtg Height Light Level Beam Diameter 25° 18.33 18.09 1791 17.84 1745
6 ft 1fc 13 1t 30° 17.04 16.89 16.69 16.42 16.25
8 it 0fc 18 1t 35° 1572 1523 1517 1479 14.84
10 ft 0fc 29 ft 40° 1431 1388 1371 1316 13
124 0fc o7 ft 45° 1263 123 1197 117 1156
151t 0fc 33 ft 50° 1119 1072 105 1015 9.88
55° 949 919 878 847 8.38
Input: 60° 7.8 761 729 678 6.75
65° 6.14 598 556 529 525
Number of Lamps: 10 70° 44 437 412 387 379
Lumens per Lamp: 8.45Im 75° 2.88 2.9 271 254 245
Input Watts: 11W 80° 1.62 1.6 148 142 137
Output: 85° 065 063 055 054 053
90° 0.14 009 008 0.06 0.06
Efficiency: 61.5%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



