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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
M3K-24V+CH-217-N+WHITE - 11t

Test Number

1

Test Date

Wed Aug 16 18:37:48 2017

80° 80° | 902700
70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
20 o 0°  2250° 45° 67.50° 90°
0° 3722 3722 3722 3722 3722
5° 36.63 36.45 36.93 37.75 37.22
10° 35.86 36.41 36.67 36.32 36.29
. 15° 3524 3562 351 35.06 34.62
Cone of Light
20° 3438 3343 3346 33.43 33.02
Mtg Height Light Level Beam Diameter 25° 32.08 3206 314 3058 30.86
6 ft 1fc 14 ft 30° 30.15 29.75 28.81 28.67 27.99
8 ft 1fc 19 ft 35° 28.02 27.00 26.62 2621 25.84
101 0fc 24 ft 40° 2529 2476 2423 238 23.14
12 ft 0fc 29 ft 45° 2292 22.06 2169 20.86 20.53
15 ft 0fc 36 ft 50° 20.28 19.36 18.81 17.96 17.6
55° 16.79 16.62 1588 152 14.8
60° 1419 1361 131 1225 1193
Input:
65° 10.93 10.77 1011 955 9.27
Number of Lamps: 19 70° 823 804 731 705 6.74
Lumens per Lamp: 8.53Im 75° 535 529 493 4.6 4.42
Input Watts: 1.06 W 80° 302 299 273 257 254
85° 1.34 1.2 1.12 1 0.97
Output:
90° 027 017 013 0.12 0.1
Efficiency: 56.8%
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