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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PJ3K-24V+CH-217-N+WHITE - 1t

Test Number

1

Test Date

Wed Aug 16 14:06:45 2017
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a0 0 0°  2250° 45° 67.50° 90°
0° 1919 19.19 1919 1919 19.19
5 19.99 198 19.04 19.34 18.88
10° 19 19.01 1892 19.04 1838
Cone of Light 15° 18.32 1852 1852 18.27 18.49
20° 17.92 17.61 1761 1743 17
Mtg Height Light Level Beam Diameter 25° 16.81 16.71 16.48 16.29 16.05
6 ft 1fc 14 ft 30° 1595 15.57 1538 1512 15.01
8 it 0fc 19 1t 35° 14.82 1431 1395 13.74 13.61
10 ft 0fc 24 ft 40° 1322 12.88 1258 1236 1219
124 0fc 08 ft 45° 1193 1172 11.33 1093 10.89
151t 0fc 35 50° 1039 1011 974 937 947
55° 8.83 8.6 822 79 7.72
Input: 60° 7.25 71 6.7 6.47 6.22
65° 5.64 552 534 498 4.91
Number of Lamps: 10 70° 417 418 393 365 3.3
Lumens per Lamp: 8.45Im 75° 278 273 257 2.4 2.31
Input Watts: 11W 80° 157 157 144 134 1.3
Output: 85° 0.67 065 054 053 0.51
90° 0.15 0.1 0.06 0.06 0.05
Efficiency: 57%
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