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PHOTOMETRIC REPORT
_ Polar Plot

o 180° 1700
160° 170 170° 460°

150° 150°
140° 140°

1307 130°
1207 120°

1107 110°

1001 100°

0°-180° —
90° 22.5°-202.5°

45°-225°

67.5°-2475° e

90°

Catalog Number
PL3K-24V+CH-217-N+WHITE - 11t

Test Number

1

Test Date
Fri Aug 11 17:52:39 2017
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50° 50°
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P 0°  2250° 45° 67.50° 90°
0° 39.68 39.68 39.68 39.68 39.68
5° 39.62 39.54 3875 3941 36.71
10° 3825 3755 3827 3846 38.6
. 15° 37.31 36.77 36.64 364 36.96
Cone of Light
20° 36.29 35.61 3524 344 34.86
Mtg Height Light Level Beam Diameter 25° 33.72 3345 329 3222 3212
6 ft 1fc 14 ft 30° 3228 30.86 3074 30 29.95
8 ft 1fc 19 ft 35° 2931 28.63 2816 27.42 27.61
10 ft 0fc 24 ft 40° 265 261  25.03 24.49 2444
12 # 0fc 29 ft 45° 2387 2298 22.66 2187 21.76
15 ft 0fc 36 ft 50° 20.88 20.16 19.66 18.97 19.04
55° 17.75 17.25 16.75 16 15.92
60° 14.44 1411 13.44 1279 1271
Input:
65° 1151 11.02 107 991 9.59
Number of Lamps: 10 700 832 829 773 734 719
Lumens per Lamp: 16.9Im 75° 567 535 509 479 474
Input Watts: 2.3W 80° 3.09 308 294 271 259
85° 1.41 126 1.1 1 1.01
Output:
90° 032 019 013 013 012
Efficiency: 57.1%
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