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PHOTOMETRIC REPORT

Polar Plot Catalog Number
M3K-24V+CH-218-N+CLEAR - 11t
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Jo0e 1700 180" 1700 Test Number
150° 150° 1
1402 140°
190 130" Test Date
7 \ Wed Aug 16 17:39:56 2017
1107 J10°
100¢ 100°

0°-180° -_—

gge | 252025
45°-205°

67572475 wmmm

90°

80° 80° | o270r e
70° 70°
60° 60° Candela Distribution
50° 50°
400 40°
0° 2250° 45° 67.50° 90°
0° 495 495 495 495 495
5° 5826 5439 50.39 54.52 47.96
10° 50.41 54.87 5026 5539 58.06
Cone of Light 15° 51.03 52.64 523 5555 56.64
20° 51.9 4848 5259 51.14 53.81
Mtg Height Light Level Beam Diameter 25° 46.62 48.49 47.07 52.65 54.62
6 ft 1fc 13 ft 30° 43.62 43.07 4658 53.16 447
8 ft 1 fc 18 ft 35° 40.54 43.17 45.02 26.19 27.15
10 ft 0fc 29 ft 40° 4228 3899 3166 31  33.88
12 ft 0fc 27 ft 45° 37.09 3881 254 3031 3377
15 ft 0fc 34 ft 50° 2883 30 2387 24.08 20.33
55° 26.19 2474 207 894 6.89
Input: 60° 22 2052 118 536 4.67
65° 15.16 14.02 527 482 6.39
Number of Lamps: 19 70° 1223 752 421 7.89 8.87
Lumens per Lamp: 8.53Im 75° 649 316 417 324 296
Input Watts: 1.06 W 80° 234 152 148 106 1.08
Outout: 85° 033 039 049 056 0.72
90° 005 008 005 003 0.02
Efficiency: 75.3%
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