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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PL3K-24V+CH-218-N+FROSTED - 11t

Test Number

1

Test Date

Mon Aug 14 12:38:03 2017

80° 80° | 9270r e
70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
30° 0°  2250° 45° 67.50° 90°
0° 4433 4433 4433 4433 4433
5° 43.09 4413 4398 4277 4444
10° 4348 4312 4285 4297 4221
. 15° 41.03 412 4098 40.34 40.72
Cone of Light
20° 39.05 38.93 3843 38.54 37.68
Mtg Height Light Level Beam Diameter 25° 3726 358 36.18 3591 3553
6 ft 1fc 13 ft 30° 34.08 3375 3339 3243 32.22
8 it 11c 18 1t 35° 316 3075 3032 29.77 29.43
101 0fc 20 f 40° 2839 27.82 2717 2623 26.25
12 # 0fc 27 ft 45° 2519 24.74 24 23.36 233
151t 0fc Ut 50° 2232 2126 2113 2009 19.58
55° 18.64 18.22 1758 16.92 16.79
60° 1553 15.15 1453 13.62 13.43
Input:
65° 12.25 12.01 113 1063 10.38
Number of Lamps: 10 70° 887 859 816 777 7.56
Lumens per Lamp: 16.9Im 75° 577 581 537 491 513
Input Watts: 2.3W 80° 3.25 3.3 297 279 276
85° 131 122 112 1.09 1.03
Output:
90° 028 017 013 014 0.15
Efficiency: 61.5%
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