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Catalog Number
M3K-24V+CH-218-N+FROSTED - 1ft

Test Number

1

Test Date

Wed Aug 16 18:08:05 2017
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20 o 0°  2250° 45° 67.50° 90°
0° 4342 4342 4342 4342 4342
5 4136 4116 4221 41.82 41.67
10° 40 40.25 40.26 3992 40.49
Cone of Light 15° 39.36 38.67 3873 3852 38.14
20° 3641 36.63 366 3596 36.73
Mtg Height Light Level Beam Diameter 25° 348 3446 3423 33.75 33.87
6 ft 1fc 13 1t 30° 3201 3215 316 3073 312
8 it 11c 18 1t 35° 297 2915 2878 28.34 27.7
10 ft 0fc 22 it 40° 2707 2648 25.68 2522 2538
124 0fc 6 ft 45° 2443 2378 22.88 2232 2217
15 ft 0fc 33 it 50° 2138 209 19.99 19.25 19.09
55° 17.8 17.54 16.77 16.16 16.01
Input: 60° 1493 14.48 13.81 1314 1271
65° 11.95 11.37 1071 1026 10
Number of Lamps: 19 70° 861 845 778 728 7.38
Lumens per Lamp: 8.53Im 75° 563 549 505 4.88 464
Input Watts: 1.06 W 80° 3.09 3.05 287 2.6 2.72
Output: 85° 13 1.2 1.06 1.02 098
90° 0.3 019 014 012 o011
Efficiency: 61.1%
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