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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
MX3K-24V+CH-218-N+FROSTED - 1t

Test Number

1

Test Date

Mon Aug 14 09:06:18 2017
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50° 50°
40° 40°
20 0 0°  2250° 45° 67.50° 90°
0° 8547 8547 8547 8547 8547
5° 8745 8354 8492 8742 8272
10° 8129 8157 8229 8213 81.71
Cone of Light 15° 809 79.13 7895 7872 77.95
20° 76.05 7513 7453 73.69 73.17
Mtg Height Light Level Beam Diameter 25° 70.83 70.23 69.69 68.73 69.02
6 ft 2 fc 13 ft 30° 65.71 65.07 64.86 62.68 63.34
81t 1fc 18 ft 35° 61.07 595 589 57.05 5743
10 ft 1 fc 22 it 40° 551 535 5265 5148 50.93
12 ft 11c 27 ft 45° 49.39 48.08 46.83 4525 45.01
15 ft 0fc 33 it 50° 433 4177 4063 394 38.65
55° 36.9 3599 3392 3266 3221
Inout: 60° 30.59 29.45 28.12 26.51 26.21
65° 2451 23.08 2192 205 20.59
Number of Lamps: 19 70° 17.41 1716 1596 14.82 14.82
Lumens per Lamp: 17.37 Im 75° 1138 1122 1035 9.88 957
Input Watts: 2.09W 80° 631 631 562 543 553
Out|g ut: 85° 259 239 216 206 1.96
90° 049 035 0.3 022 0.21
Efficiency: 61%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



