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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
MX3K-24V+CH-218-N+FWHITE - 11t

Test Number

1

Test Date

Sun Aug 13 09:47:53 2017
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20 0 0°  2250° 45° 67.50° 90°
0° 8229 8229 8229 8229 8229
5° 79.98 80.94 81.02 81.09 8234
10° 79.74 7998 7933 79.11 80.21
Cone of Light 15° 782 7769 763 7692 77.08
20° 7468 7411 7314 7185 734
Mtg Height Light Level Beam Diameter 25° 70.78 6993 68.89 68  68.07
6 ft 2 fc 14 ft 30° 65.92 65.25 64.15 63.09 62.5
8 it 11c 19 1t 35° 6049 5971 5845 57.72 57.18
10 ft 1fc 24 ft 40° 5572 5427 5224 5175 51.02
124 1fe 29 ft 45° 4917 4842 471 4621 452
151t 0fc 36 #t 50° 43.81 4205 4087 39.72 39.32
55° 36.77 35.64 34.73 3319 3295
Input: 60° 30.15 29.08 2854 2733 2712
65° 23.94 2325 2234 2121 20.96
Number of Lamps: 19 70° 17.05 16.98 16.11 1535 15.28
Lumens per Lamp: 17.37 Im 75° 1143 1131 1076 10.04 9.81
Input Watts: 2.09W 80° 6.19 6.3 6.09 573 566
Output: 85° 269 264 236 219 213
90° 0.6 0.4 032 029 023
Efficiency: 61.1%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



