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IES FILE

PHOTOMETRIC REPORT

Polar Plot Catalog Number
DV3K-24V+CH-218-N+NONE - 1ft
Jo0e 17001807 1700 Test Number
150° 150° 1
1402 140°
1302 130° Test Date
27 N Sat Aug 12 23:40:55 2017
110 10°
1007 100°
0°-180° -—
90° 90° 22.5°-202.5°
45°-225°
67.5°-247.5° e
80° 80° | 9002700 e
70° 70°
60° 60 Candela Distribution
50° 50°
40° 40°
0° 22.50° 45°  67.50° 90°
0° 218.44 218.44 218.44 218.44 218.44
5° 207.45 21853 225.34 226.11 217.96
10° 2057 2154 221.23 230.43 234.13
Cone of Light 15° 20459 225.82 22552 234.59 226.64
__Lone ot Light
20° 201.68 209.34 21252 22211 225.2
Mtg Height Light Level Beam Diameter 25° 206.58 201.34 210.75 214.35 197.39
6ft 6 fc 14t 30° 17524 190.33 197.66 219.68 194.17
8 ft 3fc 19 ft 35° 178.33 178.72 198.17 106.65 111.95
10t 240 23 ft 40° 1593 1601 129.99 139.38 137.87
124 21c 08 ft 45° 14308 159.06 110.29 129.87 129.6
151t 1fc 35 ft 50° 127.01 131.23 101 10219 85.29
55° 1045 9552 8596 37.08 27.51
60° 9457 7563 4625 2263 19.27
Input:
65° 649 5318 20.74 19.87 263
Number of Lamps: 81 70° 4413 2879 1557 3147 3451
Lumens per Lamp: 8.27Im 75° 26 13.02 17.08 133 11.87
Input Watts: 486 W 80° 897 5.93 5.92 4.33 4.21
Output: 85° 1.28 1.44 1.88 2.52 3.19
_utput:
90° 0.14 0.3 0.3 0.1 0.08
Efficiency: 75.6%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



