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Catalog Number

PL3K-24V+CH-219+CLEAR - 11t

Test Number
1

Test Date

Fri Mar 1 18:32:39 2019
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Candela Distribution

0° 225 45 67.5° 90°
0° 5461 54.61 54.61 54.61 54.61
5° 5486 55.65 56.01 57.61 57.58
10° 544 5529 56.47 56.55 57.99
Cone of Light 15° 5295 55.05 55.64 57.34 56.71
20° 51.47 5432 5464 56.05 54.67
Mtg Height Light Level Beam Diameter 25° 51.39 5275 53.7 54.81 57.23
6ft 2fc 141t 30° 46.83 49.85 51.75 5522 46.31
81t 1fc 19 ft 35° 4238 43.78 49.71 28.08 28.09
10 ft 1 fc 24 ft 40° 381 40.75 33.47 3417 36.48
12 ft 0fc 29 ft 45° 3552 37.93 26.69 328 3224
151t 0fc 36 ft 50° 3141 31.38 25.01 26.22 20.61
55° 2759 2482 2174 979 715
Input: 60° 21.55 19.53 122 549 494
65° 1611 1353 54 507 6.85
Number of Lamps: 10 70° 118 743 427 839 915
Lumens per Lamp: 16.9 Im 75° 626 331 442 339 323
Input Watts: 23W 80° 239 152 149 115 1.03
0ut|gut: 85° 036 039 048 067 079
90° 0.05 007 006 003 0.02
Efficiency: 75.7%
Questions/Support | 800-789-3810 | quotes@kelvix.com 030119EB



