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Polar Plot Catalog Number
DK3K-24V+CH-219+CLEAR - 1ft

e 170180 700 Test Number
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Fri Mar 1 14:45:56 2019
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60° Candela Distribution
50°
40°
0° 225° 45°  67.5°  90°
0° 12431 12431 12431 12431 124.31
5° 119.25 126.36 129.29 131.86 128.84
10° 120.78 126.25 130.96 133.37 138.55
Cone of Light 15° 121.99 129.24 130.38 134.41 137.69
20° 116.8 124.27 12629 12654 127.54
Mtg Height Light Level Beam Diameter 25° 113.88 117.79 125.84 124.73 124.49
6 ft 3fc 141t 30° 103.23 11048 116.26 129.12 108.13
8 ft 21c 19 ft 35° 99.99 10559 11427 61.36 66.23
10 ft 1fc 23 ft 40° 9194 9502 775 7966 81.37
192 ft 1fc 28 ft 45° 8405 90.02 6286 7393 7444
151t 1o 35 1t 50° 7358 7236 5897 5974 4885
55° 63.01 5597 5034 215 1586
Input: 60° 53.83 4352 2739 131 11.37
65° 38.36 3124 1206 1142 1512
Number of Lamps: 81 70° 2558 16.77 939  18.82 20.22
Lumens per Lamp: 4.811m 75° 1476  7.53 9.91 7.69 6.79
Input Watts: 2.84W 80° 525 3.45 3.42 2.62 2.35
Output: 85° 0.78 0.91 1.05 1.43 1.72
90° 0.12 0.16 0.14 0.07 0.06
Efficiency: 75.6%
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