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Polar Plot Catalog Number
MX3K-24V +CH-219+CLEAR - 1ft

e 170180 700 Test Number
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50°
40°
0° 22.5° 45° 67.5° 90°
0° 109.41 109.41 109.41 109.41 109.41
5° 106.12 111.76 108.18 111.36 109.8
10° 10454 11056 110.3 110.94 110.49
Cone of Light 15° 106.64 110.41 109.74 11235 111.96
__Lone ot Light
20° 9581 101.22 107.91 108.24 111.37
Mtg Height Light Level Beam Diameter 25° 9273 96.81 102.24 108.86 110.12
6 ft 3fc 14t 30° 90.69 94.01 96.81 10895 91.78
81t 21fc 19 ft 35° 85.83 90.53 93.19 5202 56.47
10 ft 1fc 24 ft 40° 7849 821 66.12 65.63 70.66
12 # 11c 29 ft 45° 7138 7541 53.09 6186 65.46
15 ft 0fc 36 it 50° 605 60.52 4951 4922 39.61
55° 5272 501 4268 1873 13.67
60° 4247 36.67 2327 1072 9.62
Input:
65° 3139 2679 1058 9.79 13.04
Number of Lamps: 19 70° 2329 1423 817 1613 17.48
Lumens per Lamp: 17.37 Im 75° 1226  6.57 8.61 6.58 5.95
Input Watts: 2.09W 80° 4.7 2.95 2.99 2.16 2.06
Output: 85° 0.72 0.8 0.95 1.24 1.52
__dutput:
90° 0.1 0.14 0.12 0.05 0.04
Efficiency: 75.4%
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