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Catalog Number

PQ3K-24V+CH-219+FROSTED - 1ft

Test Number
1

_TestDate
Fri Mar 1 18:01:49 2019

Candela Distribution

20 20 0 225° 45 61.5° 00
0° 151.04 151.04 151.04 151.04 151.04
5° 152,67 150.8 149.27 149.39 151.17
10° 147.01 146.53 144.43 14429 14526
Cone of Light 15° 140.79 140.62 139.15 138.88 138.57
20° 13453 132.06 132.26 130.05 130.06
Mtg Height Light Level Beam Diameter 25° 127.78 1241 1227 12062 121.47
6ft 4 fc 131t 30° 117.99 116.38 113.26 111.44 110.38
81t 2 fc 18 ft 35° 107.3 107.02 103.08 100.84 101.52
10 ft 21c 22 ft 40° 983 9656 93.38 90.62 89.41
124 1fe o7 ft 45° 88.04 8563 8260 80.05 79.82
151 1o Ut 50° 758 7455 7207 69.06 67.91
55° 64.68 63.21 60.66 57.81 57.27
Input: 60° 53.73 518 49.3  47.04 46.76
65° 4199 4114 3875 36.63 35.63
Number of Lamps: 40 70° 3081 29.86 28.07 26.86 26.58
Lumens per Lamp: 14.59Im 75° 2012 2041 18.68 17.81 17
Input Watts: 8W 80° 1078 1115 1024 9.67 9.26
Output: 85° 46 4.43 3.83 3.51 3.51
90° 0.96 0.6 0.47 0.38 0.41
Efficiency: 61.1%
Questions/Support | 800-789-3810 quotes@kelvix.com 030119EB



