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160°

150°
140°

1302
1207
1107
1007
90°
80°
70°
60°
50°

Cone of Light

Mtg Height
6 ft
81t
10 ft
121t
15t

Number of Lamps:
Lumens per Lamp:

Input Watts:

Efficiency:

_ Polar Plot

170°_180° 170°

Light Level

1fc
0fc
0fc
0fc
0fc

Input:

Output:

130°

120°

110°

100°

90°

80°

70°

60°

50°

131t
18 ft
22 ft
27 ft
33 ft

Beam Diameter

0°-180° -—
22.5°-202.5°

45°-225°

67.5°-2475°
90°-270° -—

5°
10°
15°
20°
25°
30°
35°
40°
45°
50°
55°
60°
65°
70°
75°
80°
85°

90°

Catalog Number

Test Number

1

_TestDate
Fri Mar 1 13:10:46 2019

Candela Distribution

0°
22.5
22.15
21.76
20.37
19.27
18.33
17.04
15.72
14.31
12.63
11.19
9.49
7.8
6.14
4.4
2.88
1.62
0.65
0.14

22.5°
22.5
22.2
21.27
20.55
19.44
18.09
16.89
15.23
13.88
12.3
10.72

9.19

5.98
437
2.9

0.63
0.09

45°
22.5
21.6
21.12
20.22
19.41
17.91
16.69
15.17
13.71
11.97
10.5
8.78
7.29
5.56
412
2.1
1.48
0.55
0.08

67.5°
22.5
21.9
21.4
20.34
19.13
17.84
16.42
14.79
13.16
1.7
10.15
8.47
6.78
5.29
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Questions/Support |

800-789-3810

quotes@kelvix.com
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