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Catalog Number

DV3K-24V+CH-219+FROSTED - 1ft

Test Number

1

_TestDate
Fri Mar 1 11:09:34 2019

Candela Distribution

20 0 0 225° 45 61.5° 00
0° 179.94 179.94 179.94 179.94 179.94
5° 169.78 17418 17835 1742 173.01
10° 168.35 169.71 1653 167.97 166.45
Cone of Light 15° 162.26 161.34 163.06 161.55 164.07
20° 15535 15411 153.81 150.56 149.51
Mtg Height Light Level Beam Diameter 25° 145.72 14567 141.74 138.96 142.76
6ft 5fc 131t 30° 13594 1339 130.65 1304 128.71
8 ft 3fc 17 ft 35° 12342 12216 119.35 11823 11579
10 ft 24c 29 ft 40° 11274 10974 106.85 104.85 104.29
194 11c 26 ft 45° 101.62 9845 9461 9239 90.33
151t 1o 3 50° 8879 8531 8177 7949 7808
55° 76.52 72.04 6858 6595 66.14
Input: 60° 61.23 605 56.67 53.92 52.46
65° 48.22 4726 4395 413 4127
Number of Lamps: 81 70° 34.81 34.5 326 3024 29.78
Lumens per Lamp: 8.27 Im 75° 2355 2243 2161 19.88 19.12
Input Watts: 486 W 80° 1286 1249 1174 1115 1057
Output: 85° 518 4.87 4.45 412 4.36
90° 1.09 0.85 0.54 0.54 0.45
Efficiency: 61.3%
Questions/Support | 800-789-3810 quotes@kelvix.com 030119EB



