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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PJ3K-24V+CH-228-N+CLEAR - 1t

Test Number

1

Test Date

Thu Aug 17 15:01:18 2017
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60° 60 Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 2697 2697 2697 2697 26.97
5° 3074 2648 27.46 2717 24.66
10° 2735 273 2777 26.72 23.62
Cone of Light 15° 27.88 26.91 2798 287 27.41
20° 2415 26.95 2593 29.44 27.28
Mtg Height Light Level Beam Diameter 25° 2529 2566 2619 2445 2414
6 ft 1fc 14 ft 30° 25.94 2545 24.04 2288 2212
8 it 0fc 19 1t 35° 23.81 2254 2284 2223 22.44
10 ft 0fc 23 ft 40° 2256 2262 2167 2179 2379
124 0fc 08 ft 45° 2003 19.83 1943 2267 2207
151t 0fc 35 ft 50° 1575 1656 1876 16.79 10.79
55° 13.84 128 15.01 6.44 57
Input: 60° 1145 1171 789 647 8.19
65° 9.01 879 485 835 899
Number of Lamps: 10 70° 664 583 54 634 745
Lumens per Lamp: 8.45Im 75° 379 324 397 295 211
Input Watts: 11W 80° 179 157 132 098 088
Output: 85° 034 033 0.3 029 029
90° 0.02 003 003 0.01 0.01
Efficiency: 87.8%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



