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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
MX3K-24V+CH-228-N+WHITE - 1t

Test Number

1

Test Date
Fri Aug 18 13:38:37 2017
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20 0°  2250° 45° 67.50° 90°
0° 83.67 83.67 8367 83.67 83.67
5° 85.65 83.71 8452 83.87 82.87
10° 82.89 824 8283 8369 8257
Cone of Light 15° 80.09 81.01 79.93 80.62 80.93
20° 7858 7792 7789 7861 78.83
Mtg Height Light Level Beam Diameter 25° 7258 73.89 7415 7426 74.26
6 ft 2 fc 16 ft 30° 68.76 68.67 69.61 69.24 69.76
8 it 11c 21 ft 35° 6349 6458 64.08 63.65 63.48
10t 1fc 6 ft 40° 59.07 5915 5881 5836 58.02
12 ft 1fc 31t 45° 5305 5367 5323 5224 5237
151t 0fc 0 ¢ 50° 4676 47.47 4634 4561 44.96
55° 40.29 40.68 39.46 38.39 38.81
Input: 60° 33.17 33.21 3272 3169 31.56
65° 25.94 26.56 259 2463 2449
Number of Lamps: 19 70° 19.65 19.71 19.02 1837 17.93
Lumens per Lamp: 17.37 Im 75° 13.01 1327 1275 1182 115
Input Watts: 2.09W 80° 7.37 7.6 6.97 653 6.38
Output: 85° 327 298 264 234 233
90° 059 036 029 0.25 0.3
Efficiency: 67.6%
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