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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
DK3K-24V+CH-228-N+WHITE - 1ft

Test Number

1

Test Date
Thu Aug 17 17:20:55 2017
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0 20 0°  2250° 45° 6750° 90°
0° 100.84 100.84 100.84 100.84 100.84
5° 99.65 101.76 99.5 99.1 99.81
10° 9691 9753 97.02 9756 98.65
. 15° 9559 943 947 9553 94.8
Cone of Light
20° 9156 90.83 91.95 91.48 92.09
Mtg Height Light Level Beam Diameter 25° 86.23 8721 8856 86.89 88.78
6 ft 3fc 15t 30° 8202 8213 8113 8162 80.93
8 ft 2fc o1 it 35 7611 7636 7621 75 7541
10 ft 1 fc 26 ft 40° 691 7028 69.07 69.32 68.95
12 # 1fc 31 ft 45° 6229 6267 6217 61.47 61.43
15 ft 0fc 39 ft 50° 56.37 5557 5499 5342 5299
55° 4719 48.09 4714 4549 4529
60° 3941 3992 3884 3747 37.28
Input:
65° 30.73 3129 3033 2938 29.11
Number of Lamps: 81 70° 2295 2339 2263 2153 21.03
Lumens per Lamp: 4.811m 75° 1542 1554 14.89 14 14.04
Input Watts: 2.84W 80° 898 8.81 8.4 7.66 7.5
85° 3.72 3.66 3.12 2.81 2.81
Output:
90° 0.7 0.49 0.35 0.31 0.32
Efficiency: 67.6%
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