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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PL3K-24V+CH-228-N+WHITE - 11t

Test Number

1

Test Date

Thu Aug 17 16:33:06 2017

80° 80° | 9270r e
70° 70°
60° 60 Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 2194 2194 2194 2194 21.94
5 215 216 2166 21.92 2137
10° 21.04 212 2138 2134 214
. 15° 2091 207 2056 20.68 21.33
Cone of Light
20° 19.74 2017 20.01 19.82 20.26
Mtg Height Light Level Beam Diameter 25° 1896 18.96 18.98 1895 19.07
6 ft 1fc 16 ft 30° 1791 18 17.95 17.77 17.98
8 ft 0fc 21t 35° 16.64 16.71 16.68 1659 16.3
10 ft 0fc 26 ft 40° 1512 1563 1525 15.03 14.89
12 # 0fc 31 ft 45° 1387 13.78 13.67 13.44 13.28
151t 0fc 0 ¢ 50° 1228 1223 1201 11.84 11.44
55° 10.34 1041 1021 9.95 9.86
60> 868 863 847 821 8.17
Input:
65° 6.81 683 663 648 6.35
Number of Lamps: 10 70° 5 5,06 493 469 4.61
Lumens per Lamp: 8.45Im 75° 332 34 322 311 304
Input Watts: 11W 80° 1.9 193 186 172 1.63
85° 0.8 0.76  0.67 0.6 0.61
Output:
90° 0.16 009 0.08 0.08 0.07
Efficiency: 68.1%
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