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PHOTOMETRIC REPORT
_ Polar Plot

o 180° 1700
160 170 170° 460e

150° 150°
140° 140°

1307 130°
1207 120°

1107 110°

100 100°

0°-180° —
90° 22.5°-202.5°

45°-225°

67.5°-2475° e

90°

Catalog Number
PH3K-24V+CH-228-N+WHITE - 1t

Test Number

1

Test Date
Fri Aug 18 10:25:06 2017
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20 0°  2250° 45° 67.50° 90°
0° 8339 8339 8339 8339 8339
5° 8438 83.61 8484 8509 812
10° 83.68 823 8218 83.12 8252
Cone of Light 15° 81 81.02 80.7 81.56 82.11
200 77 7738 7724 7767 77.63
Mtg Height Light Level Beam Diameter 25° 75.05 7442 7386 738 73.61
6 ft 2 fc 16 ft 30° 68.84 695 70.01 69.79 69.18
8 it 11c 21 ft 35° 645 64.83 6457 63.97 65.16
10t 1fc 6 ft 40° 59.13 5848 59.03 5856 58.32
124 1fe 39 ft 45° 5277 5341 5299 5199 51.79
151t 0fc 0 ¢ 50° 47.05 4683 4643 4578 4526
55° 40.45 40.71 39.64 38.63 38.54
Input: 60° 33.13 33.14 3282 31.71 31.63
65° 27.01 25.99 25.88 24.82 2442
Number of Lamps: 19 70° 19.54 19.82 19.14 1813 17.73
Lumens per Lamp: 17.37 Im 75° 1298 13.29 1262 12.03 11.71
Input Watts: 3.8W 80° 758 748 7.01 6.57 6.4
Output: 85° 321 305 259 2.4 2.31
90° 062 035 028 027 032
Efficiency: 67.6%
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