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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
M3K-24V+CH-409+WHITE - 1ft

Test Number

1

Test Date

Mon Aug 21 13:13:52 2017
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0° 43.98 4398 4398 43.98 43.98
5° 4147 4094 41.03 4076 41.52
10° 40.46 40.77 40.07 4047 39.67
Cone of Light 15° 39.6 39.23 3899 3895 3853
20° 3797 372 37.31 36.99 37.36
Mtg Height Light Level Beam Diameter 25° 3538 3566 3518 35.07 34.33
6 ft 1fc 14 ft 30° 33.69 33.08 33.01 3221 31.73
8 it 11c 18 1t 35° 30.97 3077 30.32 29.69 29.02
10 ft 0fc 23 ft 40° 2845 2796 27.42 266 26.62
124 0fc 08 ft 45° 2582 2526 2448 2373 2302
151t 0fc 35 50° 2262 2205 2137 2037 20.26
55° 19.47 1893 18 1735 16.88
Input: 60° 16.02 15.72 14.86 1417 13.84
65° 12.67 124 1157 1092 106
Number of Lamps: 19 70° 944 912 838 777 756
Lumens per Lamp: 8.53Im 75° 645 618 545 507 48
Input Watts: 1.06 W 80° 357 329 297 269 254
Output: 85° 1.59 1.3 1.06 087 081
90° 034 018 0.07 0.02 0.02
Efficiency: 64.1%
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