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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
DV3K-24V+CH-409+WHITE - 1t

Test Number

1

Test Date

Mon Aug 21 12:33:13 2017
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50° 50°
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P 20 0°  2250° 45° 67.50° 90°
0° 172.02 172.02 172.02 172.02 172.02
5° 171.03 17097 167.11 167.77 165.69
10° 165.96 165.22 166.37 166.35 164.87
. 15° 1619 160.05 161.22 161.01 160.76
Cone of Light
20° 157.27 154.63 153.74 153.25 154.13
Mtg Height Light Level Beam Diameter 25° 146.72 148.25 14518 14525 143.6
6 ft 5fc 15t 30° 138.2 137.21 135.67 134.89 132.74
8 it 3fc 20 ft 35° 127.78 127.95 124.86 121.72 121.37
10 ft 21fc o5 ft 40° 117.8 11655 11347 109.64 107.59
12 ft 1fc 30 ft 45° 106.02 104.39 101.75 97.94 9521
15 ft 1fc 37t 50° 9431 91.88 88.78 8575 83.48
55° 79.95 7817 7531 7143 69.96
60° 66.32 6456 61.73 57.54 56.81
Input:
65° 52.84 5093 4798 4422 44
Number of Lamps: 81 70° 393 3722 3435 3258 3149
Lumens per Lamp: 8.27Im 75° 2626 2483 2262 2066 19.94
Input Watts: 486 W 80° 1477 1399 1225 111 10.78
85° 6.39 55 4.22 3.68 3.57
Output:
90° 1.58 0.84 0.35 0.13 0.1
Efficiency: 64.1%
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