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PHOTOMETRIC REPORT
_ Polar Plot

o 180° 1700
160 170 170° 460°
150° 150°
140° 140°

1307 130°
1207 120°

1107 110°

100 100°

0°-180° —
90° 22.5°-202.5°

45°-225°

67.5°-2475° e

90°

Catalog Number
DK3K-24V+CH-409+NONE - 11t

Test Number

1

Test Date
Fri Oct 13 11:19:08 2017
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0° 150.95 150.95 150.95 150.95 150.95
5° 145.05 140.65 133.94 137.73 141.44
10° 14893 132.88 133.77 1408 139.38
Cone of Light 15° 14232 12598 133.54 138.71 137.49
20° 129.82 126.49 134.88 13552 140.75
Mtg Height Light Level Beam Diameter 25° 126.28 1256 13216 126.03 126.13
6 ft 4fc 16 ft 30° 117.78 122.96 121.56 121.04 115.24
8 it 21c 21 ft 350 1137 113.94 112.22 11348 102.56
10 ft 2 fc 26 ft 40° 969 104.67 10389 4827 219
124 1fe 39 ft 45° 90.83 9562 7116 2501 40.08
15 ft 1fc 40 it 50° 84.45 8521 3416 5935 78.49
55° 74.05 68.38 36.89 69.02 66.56
Input: 60° 61.73 467 50.16 59.13 61.38
65° 5049 3441 46.79 4437 3417
Number of Lamps: 81 70° 3985 277 3199 1129 10.78
Lumens per Lamp: 4.811m 75° 27.71 203 11.09 1083 10.04
Input Watts: 2.84W 80° 14.06 10.65 5.47 4.44 4.29
Output: 85° 499 2.25 1.25 0.61 0.46
90° 0.34 0.11 0.04 0.01 0
Efficiency: 87.8%
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