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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PL3K-24V+CH-409+WHITE - 1t

Test Number

1

Test Date

Mon Aug 21 11:50:24 2017

80° 80° | o270r e
70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 43.05 43.05 43.05 43.05 43.05
5° 4379 4273 4292 4252 42.01
10° 43.03 4239 431 4193 4211
Cone of Light 15° 40.87 41.44 4156 40.48 40.38
20° 4039 393 3947 3946 389
Mtg Height Light Level Beam Diameter 25° 38 3768 36.75 36.77 36.24
6 ft 1fc 15t 30° 35.77 35.03 3448 34.05 33.76
8 it 11c 20 ft 35° 3326 325 3187 31.2 30.63
10 ft 0fc 25 ft 40° 301 299 29.001 28  27.92
124 0fc 30 ft 45° 27.09 26.83 2592 24.95 2461
151t 0fc 37 50° 2425 234 2265 21.61 21.38
55° 20.67 20.09 19.13 1831 17.99
Input: 60° 1714 165 1594 1485 14.66
65° 13.52 131 1235 11.59 11.23
Number of Lamps: 10 70° 1011 974 891 823 7.99
Lumens per Lamp: 16.91m 75° 666 638 58 525 522
Input Watts: 2.3W 80° 394 35 314 289 272
Output: 85° 167 144 116 095 0.85
90° 044 021 009 0.03 0.03
Efficiency: 65%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



