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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
VT3K-24V+CH-409+WHITE - 11t

Test Number

1

Test Date

Mon Aug 21 12:53:02 2017

80° 80° | 9002700 e
70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
P 0°  2250° 45° 67.50° 90°
0° 259.75 259.75 259.75 259.75 259.75
5° 253.37 251.55 251.85 253.16 257.11
10° 248.78 246.98 24544 243  245.96
. 15° 240.39 243.63 239.71 238.04 2405
Cone of Light
20° 232.95 230.63 229.55 230.69 232.07
Mtg Height Light Level Beam Diameter 25° 219.94 218.95 219.74 21586 216.25
6 ft 7 fc 15 ft 30° 206.85 206.06 202.98 200.18 197.48
8 ft 4fc 20 it 35° 19053 188.94 186.34 183.48 179.65
101 3fc o5 f 40° 17498 173.87 169.77 166.25 164.96
124 2fc 30 ft 45° 158.02 156.94 151.1 14596 144.19
15 ft 1fc 37 ft 50° 139.94 138.25 131.95 126.53 126.62
55° 120.85 118.35 110.7 106.64 105.92
60° 100.04 96.66 9113 87.36 85.87
Input:
65° 7852 7648 7197 6784 65.72
Number of Lamps: 39 70° 58.85 56.25 5225 49.08 46.35
Lumens per Lamp: 25.64 Im 75° 38.67 36.88 34.01 30.8 30.04
Input Watts: 6.63 W 80° 2227 2112 18.03 16.36 1575
85° 9.93 8.46 6.65 5.39 513
Output:
90° 2.14 1.26 0.49 0.2 0.13
Efficiency: 64.2%
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